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HPC CHECKERS 
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W/O MOUSEHOLE (right) 

INTERWEAVE CONSTRUCTION 
USING H CHECKER 



NOTE: 
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Resco offers many quality products in addition to the ones listed above.   
 
�4�X�L�N�7�X�U�Q���$�=�6-�*�/���3�&��combines alumina-zirconia-silica aggregate with Rescoôs popular QuikTurn technolo-
gy into a pumpable, shotcretable, castable.  This new product can be dried out at an accelerated rate to re-
duce downtime. 

 
 
 
 
 
 
Visit us on our website at www.rescoproducts.com to get data sheets, MSDS, dryout 
schedules, and installation guidelines on all of our products. 

Refractory recommendations  
for typical side port glass furnace 
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CROWN:  OXILINE H, KRILEX 50, KRIAL 65A 

UPPER WALLS & UPPER DIVISION WALL:  OXILINE H, P-95 B, KRILEX 50,  
KROMAG, KRIAL 65A 

LOWER WALLS & LOWER DIVISION WALL:  KRIAL 50A, PATRIOT HF, PATRIOT 

RIDER ARCHES:  KRIAL 50A, KRIAL 65A, PATRIOT HF, PATRIOT 

TOP CHECKERS:  OXILINE H,P-95 B, P-95 UB 

INTERMEDIATE CHECKERS:  OXILINE H, P-95 B 

BOTTOM CHECKERS:  OXILINE H, P-95 B, KRILEX 50, KROMAG, KRIAL 50A,  
PATRIOT HF 

 

 

 

Refractory recommendations  
for typical end port glass furnace 
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